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COSHH ASSESSMENT RECORD

	Name of Substance Used:  Hammerite Paint
	Record No: 

	Where substance is used (Location)  External Use
	

	What substance is used for (Processes)  Painting metal fence
	

	
	Date of Assessment

18th May 2006



	How substance is used: Applied by brush in external environment. 



	How Much  : 1 – 2 litres

	How often: Daily 2 hours


	OES
	MEL

	
	
	Xylene 50 ppm

Butanol 50 ppm

Solvent Naphtha 50 ppm

Propylbenzene 25 ppm (sk)

Mesitylene 25 ppm

1,2,4-Trimethylbenzene 25 ppm

White Spirit 100  ppm
	

	Persons directly affected and duration of exposure:  

Youth members
	Persons indirectly exposed.

Staff

	Hazards identified:  

IRRITANT


	Risks to Health:

Flammable

Repeated exposure may cause skin dryness or cracking.  

Vapours may cause drowsiness or dizziness.

	ASSESSMENT OF EXPOSURE:  Substance will be applied by brush in an outside area, maximum exposure 2 hours.



	Overall Risk Rating:
	LOW
	MEDIUM 
	HIGH



	ACTION REQUIRED
	BY WHOM
	BY WHEN
	COMPLETED

	Ensure gloves are provided and used.
	YOS Worker
	Issued at start of job
	N/A

	Where there is a risk of splashing safety glasses should be provided
	YOS Worker
	Issued at start of job
	N/A

	Coveralls provided to protect from splashes to skin and clothing.
	YOS Worker 
	Issued at start of job
	N/A

	Smoking not permitted 
	YOS Worker
	Issued at start of job
	N/A

	Training to be given to all persons
	Health & Safety Officer
	Prior to start of Job
	24th May 2006

	
	
	
	

	Date for Next Assessment:  November 2006


	Signature of Assessor:  D J Todd 

	MANDATORY PERSONAL PROTECTIVE EQUIPMENT  - LIST EQUIPMENT AND PICTOGRAM WILL BE INSERTED.
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